








Technical Data
POWER 
RANGE 
HP

WORKING WIDTH 
IN MM
(X2)

TOTAL WIDTH 
IN MM
(X1)

HEIGHT 
IN MM
(Y1)

DEPTH 
IN MM
(Z)

WEIGHT
LBS KG

TOOLS POWER 
TAKE- 
OFF SPEED

M450m

80 – 180 1900 2200 1010 686 1100 40x BCS /48x UPTs 1000

100 – 180 2200 2500 1010 686 1460 48x BCS /56x UPTs 1000

120 – 180 2700 3000 1010 686 1540 56x BCS 1000

M550m 100 – 250
2110 2500 1203 1369 2050 52x UPTs /56x BCS 1000

2410 2800 1203 1369 2200 60x UPTs /64x BCS 1000

M650m 200 – 350

2050 2500 1253 1520 2650 48/60x UPTs /60x BCS 1000

2350 2800 1253 1520 2850 56/72x UPTs /68xBCS 1000

2550 3000 1253 1520 3000 64/80x UPTs /72x BCS 1000

TURBO 200 – 400
2350 2800 1253 1520 3700 56/72x UPTs /68x BCS 1000

2550 3000 1253 1520 4350 64/80x UPTs /72x BCS 1000

M700
250 – 500 2300 2800 1720 1710 4050 56/68x UPT 1000

300 – 500 2500 3000 1720 1710 4700 76x UPT 1000

FM900 300 – 500 2300 2900 1973 1727 5400 52x UPT 1000



UPT02 UPT08.02 UPT09 UPT11BCS03BCS02 UPTs02 UPTs04 UPTs07 UPTs08

Our tools are designed to prevent the build-up of mounds in the middle of the mulching 
strip and reduce the risk of unbalance to a minimum.

To avoid unbalancing opposite tools should always be changed at the same time. In our 
system the opposing counterpart of the tool to be changed is easy to identify. 
Our tool systems are suitable for all ground conditions, vegetation types and densities. 
Depending on their layout, tools can be rotated when worn.

PTO SHAFT ALIGNMENT

 + Faster working
 + Better results
 + Longer lifetime of the PTO shaft plus higher lifting    

W-Kinematic while keeping equal and W-shaped PTO shaft angles.

This prevents damage to the PTO shaft and supports an ideal adaptation to the 
conditions of the ground

Tools

BCS ROTOR SYSTEM

 + Very high cutting performance

 + Perfect depth control

 + For jobs working above the ground or 
with slight ground contact

UPTS ROTOR SYSTEM

 + No need to retighten

 + Reduced power demand

 + Safe fit under extreme conditions

 + Universal for use above and in the ground

UPT ROTOR SYSTEM

 + Reduced fuel consumption

 + Suitable for stone-breaking

 + Universal for use above and in the ground



Other sales and service sites can be found on www.prinoth.com
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